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1 Life preserver for each person on board,
U.S. Coast Guard approved.

1 Fire pump. Outlets from fire mains to be
so arranged that one 50-foot length of hose
can reach any part of the vessel.

6 Portable fire extinguishers.

4 Fire axes.

1 Anchor and anchor chain as approved by
the Marine Safety Unit.

Lights and day marks as required by
§111.27 (Rule 27, 72 COLREGS).

(b) Floating pile drivers:

2 Life rings (1 luminous), U.S. Coast Guard
approved.

1 Life preserver for each person on board,
U.S. Coast Guard approved.

2 Fire axes.

2 Portable fire extinguishers.

1 Anchor and anchor chain as approved by
the Marine Safety Unit.

Lights and day marks as required by
§111.27 (Rule 27, 72 COLREGS).

(c) Barges, lighters and scows:

1 Life ring, U.S. Coast Guard approved.

1 Suitable anchor with cable.

1 Life preserver for each person on board,
U.S. Coast Guard approved.

Lights as required by part 111 of this chap-
ter and Rule 24 (72 COLREGS).

1 Stern light, white, and so fixed as to
show the light 67.5 degrees from right aft on
each side, an arc of 135 degrees, visibility of
3 miles.

1 Each sidelight, green starboard and red
port, showing an unbroken light over an arc
of the horizon of 112.5 degrees and so fixed as
to show the light from right ahead to 22.5 de-
grees abaft the beam on its respective side,
visibility of 3 miles.

1 Diamond black shape (on tows exceeding
200 meters) for daylight display where best
seen.

(d) Inconspicuous, partly submerged
vessels or objects, or combination of such
vessels or objects being towed, shall ex-
hibit:

(1) White, 32-point, 3-mile lights, one
at or near the forward end and one at
or near the after end, if less than 25
meters in breadth, except that
dracones need not exhibit a light at or
near the forward end;

(2) In vessels 25 meters or more in
breadth, two additional all-round white
lights at or near the extremities of its
breadth;

(3) In vessels more than 100 meters in
length, additional all-round white
lights between the lights prescribed in
paragraphs (d) (1) and (2) of this section

§121.131

so that the distance between the lights
shall not exceed 100 meters;

(4) A diamond shape at or near the
aftermost extremity of the last vessel
or object being towed; and, if the
length of the tow exceeds 200 meters,
an additional diamond shape where it
can best be seen and located as far for-
ward as is practicable.

[31 FR 12316, Sept. 16, 1966, as amended at 54
FR 37330, Sept. 8, 1989]

§121.108 Complement of officers and
crew.

A certificate of inspection will not be
granted to a vessel unless it has in
service and on board such complement
of officers and crew as may, in the
judgment of the Marine Safety Unit, be
necessary for safe navigation.

[54 FR 37330, Sept. 8, 1989]
MOTORBOATS

§121.131 Equipment on motorboats.

(a) Motorboats less than 7 meters
(23) in length shall carry the following
equipment:

2 Oars or paddles.

1 Whistle.

1 Bailer.

20 Meters (65") of manila line, not less than
15mm (%:") diameter, or synthetic line of
comparable strength.

2 Fire extinguishers, either 1Y gallon
foam, 4-1b. CO-2, or 2-lb. dry chemical, when
engine is inboard, or one such extinguisher,
if fixed system installed in engine space or if
the engine is outboard. Extinguishers to be
U.S. Coast Guard approved.

1 Combination light showing red to port
and green to starboard or individual red and
green side lights, visibility of one mile.

1 Stern light or all-round white light, visi-
bility of two miles.

1 Anchor and suitable cable, 40 meters
(130").

1 Red flag.

1 Life preserver for each person carried,
U.S. Coast Guard approved.

1 Copy of the ‘“Motorboat Operator’s Hand-
book”.

(b) Motorboats 7 meters (23") or over
and less than 12 meters (40') in length
shall carry the following equipment:

1 Life ring buoy of not less than 600mm
(24") outside diameter, U.S. Coast Guard ap-
proved.

1 Whistle, power-operated, audible at least
one mile.
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